
Dimensions Size;

17 cc

Coupling Flange

80
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80,00

Ø13

80,00

0Ø
80

A

52

M
10

120,00

14
0,

0040

220,00

90
,0

0

90,00

R 1/2"

SHAFT 8x32x35
DIN 5462

45
,0

0

R ¾
"

R1
 ¼

"

x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

17,00 cc

25,50 cc

2300 rpm

3000 rpm

350 bar

400 bar

8,00 kg

8,35 kg

CW-CCW

Min.B.Hyd.Oil

R1 ¼"

R ¾" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0
10
20
30
40
50
60
70
80
90

100
110
120
130
140
150
160

l/min.

51,00 l/min 
with

3000 rpm

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

25 cc

Coupling Flange
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R 1/2"
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45
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x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

25,40 cc

38,10 cc

2300 rpm

2900 rpm

350 bar

400 bar

9,00 kg

9,35 kg

CW-CCW

Min.B.Hyd.Oil

R1 ¼"

R ¾" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0
10
20
30
40
50
60
70
80
90

100
110
120
130
140
150
160

l/min.

73,66 l/min 
with

2900 rpm

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

35 cc

Coupling Flange

10
0,

00
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R 1/2"

SHAFT 8x32x35
DIN 5462

48
,0

0

R ¾
"
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"

x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

35,20 cc

52,80 cc

2300 rpm

2900 rpm

350 bar

400 bar

13,00 kg

13,40 kg

CW-CCW

Min.B.Hyd.Oil

R1 ¼"

R ¾" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0
10
20
30
40
50
60
70
80
90

100
110
120
130
140
150
160

l/min.

102,08 l/min 
with

2900 rpm

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

45 cc

Coupling Flange

10
0,

00

100,00

Ø13
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0Ø
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R 1/2"

SHAFT 8x32x35
DIN 5462

48
,0

0

R ¾
"
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 ¼

"

x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

45,40 cc

68,10 cc

2000 rpm

2500 rpm

350 bar

400 bar

14,00 kg

14,40 kg

CW-CCW

Min.B.Hyd.Oil

R1 ¼"

R ¾" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0
10
20
30
40
50
60
70
80
90

100
110
120
130
140
150
160

l/min.

113,50 l/min 
with

2500 rpm

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

55 cc

Coupling Flange

10
8,

00

108,00

Ø13
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R 1/2"

SHAFT 8x32x35
DIN 5462

52
,5

0

R ¾
"

R1
 ¼

"

x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

55,00 cc

82,50 cc

1900 rpm

2500 rpm

350 bar

400 bar

15,00 kg

15,40 kg

CW-CCW

Min.B.Hyd.Oil

R1 ¼"

R ¾" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0
10
20
30
40
50
60
70
80
90

100
110
120
130
140
150
160

l/min.

137,50 l/min 
with

2500 rpm

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

65 cc

Coupling Flange

10
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00
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,5

0

R ¾
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"

x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

65,20 cc

97,80 cc

1900 rpm

2500 rpm

350 bar

400 bar

15,00 kg

15,40 kg

CW-CCW

Min.B.Hyd.Oil

R1 ¼"

R ¾" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0

20

40

60

80

100

120

140

160

200

220
l/min.

163,00 l/min 
with

2500 rpm

180

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

85 cc

Coupling Flange
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5,

00

115,00

Ø13

115,00

0Ø
80

A

52

M
10

160,00

19
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125,00

R 1/2"

SHAFT 8x32x35
DIN 5462

55
,0

0

R 1"

R1
 ½

"

x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

85,00 cc

127,50 cc

1500 rpm

2000 rpm

350 bar

400 bar

17,50 kg

17,90 kg

CW-CCW

Min.B.Hyd.Oil

R1 ½"

R 1" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0

20

40

60

80

100

120

140

160

200

220
l/min.

170,00 l/min 
with

2000 rpm180

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50



Dimensions Size;

105 cc

Coupling Flange
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55
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x 1000 rpm 

x 1500 rpm

Max. Continuous Pump Speed

Max. Limited Pump Speed

Max. Continuous Pressure

Max. Intermit. Peak Pressure

Weight without inlet fitting

Weight with inlet fitting

Rotation

Fluid

Inlet

Outlet 

105,40 cc

158,10 cc

1500 rpm

2000 rpm

350 bar

400 bar

18,00 kg

18,50 kg

CW-CCW

Min.B.Hyd.Oil

R1 ½"

R 1" 1000 rpm 2000 rpm 3000 rpm

Flow, Speed, Pressure List 

0
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140

160

200

220
l/min.

210,80 l/min 
with

2000 rpm180

Drive Shaft

Drive Shaft
8x32x35

± 0.0518.0

8.50
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